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AF/AFG Burner Models

AF/AFG Burner Accessories

Universal Air Tube Combination

Electrical Characteristics

Motor: 1/7 HP, PSC, NEMA 48M frame

Power Supply: 120V AC, 60 Hz, single phase

Ignition: Continuous duty solid-state igniter

Operating Load: 5.8 Amps Max.

Technical Speci�cations
Capacity
•	 0.40 - 3.00 GPH
•	 56,000 - 420,000 btu/hr input

Fuels
•	 ASTM D396 for #1 & #2 Heating oil
•	 ASTM D396 for B6 - B20 Biodiesel blends

Fuel Unit
•	 Single-stage or two-stage

Dimensions (standard)
•	 Height: 11-1/2”
•	 Width: 12-7/8”
•	 Depth: 6-9/16” (chassis only)

Part No. Item Description

5432 Flange Kit Universal Flange Kit- Flange & Gasket

5850 Flange Kit Split Flange & Gasket

5685 Pedestal Kit Universal Pedestal Kit

5606 Pedestal Kit Extended Pedestal Kit for 8” - 13” above �oor

51747 Air Boot Kit Kit with Air Boot / Vacuum relief damper / OA Hood

7575 GeniSys Control Epoxy potted for high-moisture applications (*= order Pre- and Post-Purge times for your application)

5207301U Cover Kit Sound Reducing and Tamper Resistant Cover

51621 Start Helper Smoother Lighting for cold oil conditions

Firing Rate 
Min-Max GPH

Burner 
Head

Usable Air Tube Length“A”
4-1/2” 5” 5-3/8” 6-5/8” 7” 7-1/4” 9” 9” 10-1/2” 13” 16”

Less Head
0.40 - 0.75
0.75 - 1.25
0.85 - 1.65
1.10 - 2.00
1.65 - 2.50
2.50 - 3.00

Less
F0
F3
F6
F12
F22
F31

AF44
AF44XR
AF44XN
AF44YB
AF44XO
AF44XP
AF44XS

-
-
-
-
-
-
-

AF53
AF53XR
AF53XN
AF53YB
AF53XO
AF53XP
AF53XS

AF65
AF65XR
AF65XN
AF65YB
AF65XO
AF65XP
AF65XS

-
-
-
-
-
-
-

AF72
AF72XR
AF72XN
AF72YB
AF72XO
AF72XP
AF72XS

AF90
AF90XR
AF90XN
AF90YB
AF90XO
AF90XP
AF90XS

-
-
-
-
-
-
-

AF104
AF104XR
AF104XN
AF104YB
AF104XO
AF104XP
AF104XS

AF130
AF130XR
AF130XN
AF130YB
AF130XO
AF130XP
AF130XS

AF160
AF160XR
AF160XN
AF160YB
AF160XO
AF160XP
AF160XS

0.40 - 1.00
0.75 - 2.75

L1
V1

-
-

AFG50MB
AFG50MD

-
-

-
-

AFG70MB
AFG70MD

-
-

-
-

AFG90MB
AFG90MD

-
-

-
-

-
-

Chassis Motor Igniter Pump Primary Accessories

AFG B2007 PSC Solid-State Clean-Cut Single-stage Genisys 7505B1500

AFG B2008 PSC Solid-State Clean-Cut Single-stage Genisys 7505P152M Contractor Tool 52082 and Mounting Bracket 33023

AFG B2005 PSC Solid-State Clean-Cut Two-stage Genisys 7505P1530

AF B3001 PSC Solid-State Clean-Cut Single-stage Genisys 7505B1500

Dimensions (with cover)
•	 Height: 12-1/2”
•	 Width: 15”
•	 Depth: 9-1/4”
•	 Airtube Diameter: 4”


